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RF	exposure	
	
	

1.1 1.2 Compliance Standards 

 
The following report is prepared on behalf of the Shenzhen RAKwireless Technology Co., Ltd. in 
accordance with EN 62479:2010, Assessment of the compliance of low power electronic and electrical 
equipment with the basic restrictions related to human exposure to electromagnetic fields (10 MHz to 300 
GHz). 
 
The objective of the manufacturer is to determine compliance with EN 62479:2010, Assessment of the 
compliance of low power electronic and electrical equipment with the basic restrictions related to human 
exposure to electromagnetic fields (10 MHz to 300 GHz). 
 
Maintenance of compliance is the responsibility of the manufacturer. Any modification of the product 
maybe which result in lowering the emission/immunity should be checked to ensure compliance has been 
maintained  
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1. RF EXPOSURE BASIC RESTRICTIONS 

 

1.2 2.1 Standard Applicable 

 
According to EN 62479:2010, Assessment of the compliance of low power electronic and electrical 
equipment with the basic restrictions related to human exposure to electromagnetic fields (10 MHz to 300 
GHz). 
 

Low-power exclusion level Pmax based on considerations of SAR 
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1.3 2.2 Evaluation Methods 

 
Based on the above standard limit, the basic restriction at frequency between 10MHz to 300GHz is on 
localized SAR in the head. Any device with output power below 20mW cannot produce an exposure 
exceeding this restriction under the most pessimistic exposure conditions. 
 
The basic restriction is 2W/Kg for general public device, so any unit which supplies less than 20mW from 
it’s antenna port, averaged over 6 minutes, will meet the basic restriction. 
 

1.4 2.3 Evaluation Results 

 
Maximum Average Output Power 

Frequency ERP/EIRP ERP/EIRP Limit Result 
MHz dBm mW mW Pass/Fail 
869.1 11.79 15.10 20 Pass 

 
Since average output power at worse case is: 15.10 mW which cannot exceed the exempt condition, 
20mW specified in EN 62479. It is deemed to full fit the requirement of RF exposure basic restriction 
specified in EC Council Recommendation . 
 

 


